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First Set up AP D-Link DIR-842 by Wizard Menu

1. Type 192.168.0.1 or http:/dlinkrouter.local./ > Password : leave it blank then press Login

<

| 192.168.0.1/info/Login.html

D—Link Model Name: DIR-842 Hardware Version: C1 Firmware Version: 3.00TO Language:| English v

Admin Password:

| hidoota |

T ¢

COPYRIGHT @ 2017 D-Link License Agreement

2. Welcome page, press Next
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Internet DIR-842 WiI-Fi Client

This wizard will guide you through a step-by-step process to configure your new D-Link
device

Step 1: Install your device
Step 2: Configure your Network and WI-Fl settings

Step 3: Set your router password
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3. Select DHCP Connection (Dynamic IP Address)

Configure Your Internet Connection
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Internet DIR-842 Wi-Fi Client

Please select your Internet connection type below:

o DHCP Connection (Dynamic IP Address)

Choose this option if your Internet connection automatically provides you with an IP
Address. Most Cable Modems use this type of connection.

O Username/Password Connection (PPPoE)

Choose this option if your Internet connection requires a usemame and password to
get online. Most DSL modems use this connection type of connection.

O Static IP Address Connection

Choose this option if your Internet Service Provider provided you with IP Address

information that has to be manually configured.
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4. Set up as follows:
4.1. 2.4GHz Wi-Fi Network Name : enter name for 2.4GHz
4.2. 5GHz Wi-Fi Network Name : enter name for 5GHz
4.3. 2.4GHz Wi-Fi Password : enter the Password for 2.4GHz
4.4. 5GHz Wi-Fi Password : enter the Password for 5GHz
4.5. 2.4GHz Wi-Fi Security Mode : set Security type for 2.4GHz
4.6. 5GHz Wi-Fi Security Mode : set Security type for 5GHz

4.7. Press Next

—

Internet DIR-842 Wi-Fi Client

To setup a Wi-Fi network you will need to give your Wi-Fi network a name(SSID) and
password

2.4GHz Wi-Fi Network Name: ‘ dlink-34E4 ‘

5GHz Wi-Fi Network Name: ‘ dlink-34E4-5GHz ‘

The Wi-FI NEewWork Name 15 up 10 32 CHaraciers. You wil neea o Join your Wi-FI network
using this Network Name (S51D).

2.4GHz Wi-Fi Password: ‘ KOO ‘

5GHz Wi-Fi Password: | xocoooo]

The password must contain at least 8 characters. You will need to join your Wi-Fi network

using this ord
2.4GHz Wi-Fi Security Mede: ‘ WPA-Personal
5GHz Wi-Fi Security Mode:‘ WPA-Personal
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5. Set the password to access Configuration page of AP (compulsory) then press Next
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Internet DIR-842 WI-Fi Client

By default, your new D-Lmnk device does not have a password configures for admmistrator
access to the Web-based configuration utility. Te secure your new devce, please create a
password below

Device Admin Password: | xooooood ‘

o/

Internet DIR-842 Wi-Fi Client

Below is a summary of your Wi-Fi security and device password settings. Please make a
note of your setfings and click "Next".

Connection Type: Dynamic IP (DHCP)

2.4GHz Wi-Fi Network Name: dlink-34E4
2.4GHz Wi-Fi Password: eitbq12078

2.4GHz Wi-Fi Security Mode: WPA-Personal

5GHz Wi-Fi Network Name: dlink-34E4-5GHz

5GHz Wi-Fi Password: eitbg12078

5GHz Wi-Fi Security Mode: WPA-Personal

Device Admin Password: password
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7. Press Finish

Congratulations

Congratulations, your device has been configured. You can now connect to your Wi-Fi
network by using the new Wi-Fi Network Name and Password you created.

ANy
J :,F; Connection Type: Dynamic IP (DHCP)
\\ ” Device Admin Password: password

v

2.4GHz Wi-Fi Network Name: dlink-34E4
2.4GHz Wi-Fi Password: eitbq12078

2.4GHz Wi-Fi Security Mode: WPA-Personal
5GHz Wi-Fi Network Name: dlink-34E4-5GHz
5GHz Wi-Fi Password: eitbq12078

5GHz Wi-Fi Security Mode: WFPA-Personal

<
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8. Wait for device to reboot

71

24 Sec

Your changes are being saved. When
reconnecting to this device, please

use the new Wi-Fi name and

password you created.
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9. After rebooting, at Configuration page then check Status, it’ll show Internet Connected

information

D'unk Homne Semngs Feanses Managesment
A2 W IW I

® Internet Connected

Ghck on any iem in M8 dagram e mora informaton

Internet
IPvé /| 178
Cable Status Corrected MAC Address 20C8DOCOAD TS
Conmection Type! Dyname IF [OHCF) 1P Address 192 16812
Network Status: Correcied Subnet Mask: 2652552550
Connection Uptime: 0 Dy 0 Hour 55 hn 57 Sec Default Gateway: B2 wa 1

Primary DNS Server. 203 144 207 45
bessa 1P Adkhons
Secondary DNS Server: 203 144 207 29

30 10 satngs (3
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